U.S. Department of Agriculture MT-ENG-123
Natural Resources Conservation Service Rev. 12/02

FIELD SHEET: GRASSED WATERWAYS

Cooperator: Project Number

Address: ltem Number Field Number_____

Community Fund Other

LAYOUT NOTES:

Number Section | Planned | Width* Depth Slope D. A Q Side*
Length Feet Feet Percent Acres cfs Slope

*For trapezoidal section use bottom width.
For parabolic section use top width and ignore side slope column.

QUANTITIES:

Number | Section | Length Width (Feet) Shaped Area Seeded Area
Feet Shaped Seeded | Sq. ft. Acres | Sq. ft. Acres

Constructed

Planned

Constructed

Planned

Constructed

Planned

Constructed

Total Planned

Total Constructed

EXISTING AND CONSTRUCTED CROSS SECTION:

Number | Section Rod/Dist. CL Rod/Dist.

Existing

Constructed

Existing

Constructed

Existing

Constructed

Existing

Constructed
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U.S. Department of Agriculture MT-ENG-123
Natural Resources Conservation Service Rev. 12/02
TRAPEZOIDAL CROSS SECTION
Seeded width feet
L T (top width) feet »‘
side slope *d (depth)
b (bottom width) _ ft
PARABOLIC CROSS SECTION
Seeded width feet
L T (top width) feet
d (depth)
.25d J
ST
J5T
Planned by: Date Layout by: Date
Structural phase meets specifications 0 YES (O NO. Technician Date
Grass Percent | Full Rate in Acres to | Total Purity | Germination PLS (Purity x | Ibs. Ibs.
Mixture in Seeding | Mixture | be Ibs. Germination) | Material | PLS
Mixture Rate Ibs. Seeded | PLS Used Seeded
Ibs. PLS/ac. needed
Species PLS/ac.

Fertilizer Recommendations:

Seedbed Preparation:

Ibs. N per ac.;

Ibs. P,Os5 per ac.

Check, if applicable:

3 Seed cover crop of

at

O Mulch with 2,000 Ibs. straw/acre. Anchor with

Ibs. per acre.

straight disk or special muicher.

Seeding Meets Specifications 0 YES 0 NO. Technician
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Show Legal Description(s)

Date




